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Automated Solution Dispensing & Related Accessories 
 
LabTec Peristaltic Dispensing Pump: 
 

The LabTec Peristaltic Dispensing System automates the dispensing and diluting of samples. The 
LabTec has three different dispensing capabilities:    
 

Volumetric Dispensing: Programmable batch-volume dispensing, e.g. the LabTec dispenses 
10.00 ml in three seconds with a typical precision of better than 1%. Easy to enter and change 
aliquot sizes.   
 

Weight Dispensing: The LabTec can be interfaced with an electronic balance for dispensing 
solutions by weight rather than by volume. Dispensing liquids by weight eliminates the need for 
pump calibrations while, at the same time, providing a level of accuracy and precision. 

 

Weight Ratio Dispensing: The LabTec can be connected to an electronic scale platform to 
automatically weigh and dilute samples. Example: for a sample weighing 11.0 grams, the LabTec 
will automatically dispense 99.0 grams of diluent if the user defined weight ratio is set at 9.00. The 
LabTec will take 15 seconds to weigh the sample and to dispense the diluent; the typical dispensing 
precision is better than 0.5%. 
 

Advantages:  
• Simple setup, fast and easy implementation.  
• 10 Different Aliquots or Weight Ratios can be stored and easily retrieved. 
• Precise, rapid auto-dispensing of solution by volume, weight or weight ratio.  
• In-Line Filter Sterilization available.  
• Optional Built-in Pressure Alarm alerts when to change sterilizing filter.   
• GLP documentation of each aliquot to printer or to spreadsheet.  
• Performance Validation sent with each LabTec. 
 
AUTOCLAVABLE DILUENT SYSTEM: 
 

Autoclavable Diluent System is available with 10 or 20 liter polypropylene carboys. System 
includes 10 or 20 liter autoclavable carboy with handles and special filling and venting closure with 
two built-in ¼” hose barbs. One barb is fitted with a sterile venting filter (0.22µ), a second barb is 
fitted with a six foot section of #24 PharMed tubing to go directly to your LabTec peristaltic 
dispensing pump.   
 

Minimize Handling & Contamination: The whole system, as well as you diluent, can be sterilized 
in one step, and can be repeatedly autoclaved. Sterilize pump tubing, carboy, vent filter and diluent 
solution all at one time. Replace venting filter and pump tubing once every three autoclaves. 



Typical Performance: 

DOCUMENTATION: 
 
The LabTec generates data for each dispense performed.  This data can be captured with a printer, 
or archived on your PC with HyperTerminal.  SciLog’s SciDoc Documentation Package can also 
automatically place that data into a Custom Excel Spreadsheet to simplify your inventory control 
and GLP documentation: 
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